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CENESIZLER TOPRAK SAN. TiC. A.S.




Sirket Profili

1965 yilinda Tokat’in Turhal ilgesinde kurulan Cenesizler Toprak San. Tic. A.S Turkiye toprak sanayi sek-
tortiniin 6nemli ve 6ncl kuruluslarindan biridir. Firmamiz insaat sektériinde artan talebe paralel olarak
Cenesizler markali kiremit, delikli insaat tuglasi disinda izolasyon tuglasi, diizey delikli tasiyici tugla,
dekoratif tugla ve aksesuarlari olmak Gzere 150 kadar Urin ile ‘Kalitede Estetik’ sunmaktadir.Sirketimiz
Tirkiye'de tugla sektoriinde 1SO 9001, Kalite Yonetim Belgesiyle calisan ilk firmalar arasinda yerini almistir.
Tim Grinlerimiz Tirk Standartlar Enstitiisii tarafindan belirlenen kalite normlarina ve standartlarina
uygun olarak Uretilmektedir. Uluslararasi standartlarin uygun olan lretimimiz Tokat’in Zile ilgesinden
baslayan Turhal’dan gegip Sivas’in Gemerek ilgesine kadar uzanan 300 km.’lik sahaya yayilmis olan alti
fabrikada gerceklesmektedir.

Tokat'inTurhalilgesindeyeralanfabrikalarinlaboratuarinda, bélgeninenkalitelikilleriniarastirarak tire-
time geciren ve AR-GE calismalarinin sonucunda, var olan Grtnleriniiyilestirerek yeni Grtinler gelistiren
firmamiz, ayrica Tark Standartlari Enstitlslince Avrupa’dan alinarak kabul edilen yeni Standartlarin
hazirlanma siirecini dikkatle takip edip degisiklilere hizla adapte olarak, cevre ve cephe diizenleme-
si uygulamalarinda kadrosuyla en yeni bilgi ve teknikleri misterilerine zamaninda iletmekten gurur
duymaktadir.

CenesizlerToprak San. veTic. A.S./nin buglinortayakoydugubasariliperformansinkaynaginigirketimizin
ilk yirmi yilini birlikte yiriiten ilhan ve ismet Cenesiz kardeslerin gayretlerinde aramak gerekir. 1985
yilindan sonra, bugiin de Yénetim Kurulu Bagkani olarak aktif hizmet veren Sn. ilhan Cenesiz’in ve
Genel Miidirimiz Sn. Omer Cenesiz’in éderliginde tesislerimiz kalite ve kapasite olarak b&lgenin en
iyilerinden biri haline gelmistir. Fabrikamizin Giretim ve ydnetim faaliyetlerindeki uyum, misteri mem-
nuniyetine de yansimis ve bugiiniin kurumsal basarisinin temelini olusturmustur.

Kaliteli hammaddeler ve geleneksel tretim tekniginin sundugu avantajlarla yaratilan modern tugla
Grunleri, dogal 6zellikleri ile binlerce yildir glivenle kullanilmakta ve glinimuzde de ¢atida ve du-
varda diger insaat malzemelerine tercih edilmektedir.Bunun sonucu olarak yalniz yurt icinde degil
disinda da kabul goren urinlerimizle Tirkiye Cumhuriyetler ve bazi Avrupa (lkelerine ihracat
gerceklestirilmektedir.

insaat sektdriindeki artan talebe paralel olarak, Cenesizler Toprak San. Tic. A.S. pres, taban, kaplama
tuglasi, kiremit ve siva alti tuglalariyla “Kalitede Estetik”i sunmaktadir.

Company Profile

Cenesizler Toprak San. Tic. A.S. founded in 1965 in the Turhal town of Tokat, is one of the most im-
portant and Pioneer companies in the Turkey Soil Industry Sector. Our company presents “Aesthetic
in Quality” with its Cenesizler branded 150 different kinds of products such as roofing tiles, hollow
blocks, paving bricks, dekorative bricks and their accesories, in an answer to the rising demand on
building sector.Our conpany takes its place in the leading companies that work with ISO 9001,Quality
Managing Certificate in Turkey’s brick sector. All of our products are produced according to quality
norms and standards that are defined by Institute of Turkish Standards. Our production which is favor-
able for European Standards,is done in 6 factories that expand on a 300- km area, start from Zile town
of Tokat, and pass Turhal then go as far as the Gemerek town of Sivas.

Our firm, which makes research on dhe highest quality clays of the surroundings in its own laboratories
of Turhal factory and Produces by these, and as a result of this R&D proceses develops new products
with improving current products; fastly adapting to the changings by carefully following the prepere-
tion period of the new Standards that are taken from the Europe by the Institute of Turish Standards, is
so proud of carrying the newest information and techniques to the customers on time with its expert
staff on the applicarions of environment and facing arrangements.

The basis of the current successful performance shown by Cenesizler Toprak San. Tic. A.S. is to be inquirend
in the efforts of ilhan and Ismet Cenesiz brothers who manage the first 20 years together; Afterr the year
1985,our facilities, under the leadership of Mr. llhan Cenesiz who is actively the chirman of the board of
directors, and our general manager Mr. Omer Cenesiz, have turned to be one of the bests of environs in
capacity and quality. The harmony between the production and Managing activities has reflected into the
customer satisfaction and formed the basis of today’s institutional success.

Modern brick products, which are created by rhe advantages af traditional production techniques and high
quality raw materials, have been used safely for thousands of years with their natural charecteristics, and
nowadays they are preferred in roofs and walls to other building materials. As a result of this, our priducts which
are not only approved in our native country but also on abroad, are exported ro Turcoman Republics, middle
east and same European countries.

As an answer to rising demand in building sector, Cenesizler Toprak San. Tic. A.S’de presents “Aesthetic in quality”
Nith its hollow blocks, paving, facing bricks and roofing tiles products.
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Marsilya Kiremit: Ulkemizdeki en eski kiremit modelidir. Uygulama kolayligi, buzlanma
ve donma gibi doga sartlarina uzun siire dayanabilme yapisiyla tercih edilmektedir.

Marsilya: This is the oldest tile type in our country. It is preferable because of its application
easiness, its long-time resistance against the natural conditions such as freezing and getting icy,
and its relcasing water at a best rate when its laid cross-eyed.
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Akdeniz Kiremit: Marsilya Kiremit gériintiisinde olan Akdeniz Kiremit, kenetleme
kismina gelen ikinci su tahliye kanali sayesinde daha iyi kenetlenir ve suyu iyi tahliye eder.

Akdeniz: This Mediterranean tile, which is in the appearance of Marseillaise tile, is better joint
and release water well thanks to its additional water releasing channel on the joining part.




Lata 2.5x5 cm..

T

335cm.

Lata 5x5 cm..

—

%33 Meyil

Agirlik / Weight 3000 gr. / adet Venedik Kiremit:Venedik Kiremit, ¢atilarda Osmanli mimarisinin nostaljik havasini tagir. Uy-
Adet/m2/ Unit/m? 15 gun egimde kullanildiginda her iklim kosulunda gatida etkin su yalitimini uzun sireyle saglar.

Boyut / Size 400 x 245 mm.
TS-EN 1304 effective waterproofing in every climatic condition when it is used in appropriate declivity.

Venedik:Venetian tile carries the nostalgie air of Ottoman architeccture in the roofs.It provides
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Agirlik / Weight 3000 gr. / adet Milano Kiremit: Milano Kiremit, ¢atilarda Osmanl mimarisinin nostaljik havasini tasir
Adet/m2/ Unit/m? 15 ayrica kapali olugu sayesinde kuslarin kiremit altina yuva yapmasini ekstra bir malzemeye

5 gerek kalmadan engeller.
Boyut / Size 410 x 260 mm.

Milano: Milanese tile carries the nostalgic air of Ottoman architecture in the roofs, and
TS-EN 1304

also because of its closed-conduit, itprevents the birds from making nests under the
roofs withhout using any additional material.
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Grand Venedik Kiremit: Grand Venedik Kiremit, catilarda Osmanli mimarisinin nostaljik
havasini tagir. Uygun egimde kullanildiginda her iklim kosulunda ¢atida etkin su yalitimini
uzunsireyle saglar.

Grand Venedik: Venetian tile carries the nostalgie air of Ottoman architecture in the
roofs. It provides effective waterproofing in every climatic condition when it is used i
approprite declivity.

Komana Kiremit: Komana Kiremit otantik gériinimiiniin yaninda su tasima kapasitesi en

mukemmele ulasmig, déseme kolaylig olan bir modeldir, ayrica bu model tropikal bolgeler

igin Uretilmistir.

Marsilya: Komana roof tile is a model that has two characteristics as the best water car-

riage and easily applicable on roofs apart from its authentic appearance. Additionally this
%33 Meyil roof tile is produced for tropical climate regions.
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Agirlik / Weight 2000 gr. / adet
Adet/m?/ Unit/m? 36

TS-EN 1304

Boyut / Size 420 x 160 x 130 mm.
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Alaturka Kiremit: Alaturka Kiremit, akdeniz lkelerinde ilk Gretilen kiremit 6zelligini
tagimaktadir. Ulkemizde Osmanlimimarisine damgasinivuranAlaturka Kiremityapilarinda
nostaljiyi hissetmek ve hissettirmek isteyenler igin ideal bir tercihtir.

Alaturka: It's the first tile produced in the mediterranean countries, Turkish-style tile, which
has left its mark on the Ottoman architecture, is an ideal choice for the ones who want t

feel and make others feel the nostalgia.
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Agirlik / Weight 3000 gr. / adet
Adet/m?/ Unit/m? 15

Boyut / Size 410 x 255 mm.
TS-EN 1304
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Torino Kiremit: Torino Kiremit, catilarda Osmanli mimarisinin nostaljik havasini tagir. Uygun
egimde kullanildiginda her iklim kosulunda ¢atida etkin su yalitimini uzun sireyle saglar.

Torino: Torino tile carries the nostalgie air of ottoman architecture in the roofs. It provides

effective waterproofing in every climatic condition when it is used in appropriate declivity.




Mahya Kiremit

Mahya

Mahya Sonlama Kiremit
Mahya

Agirhk / Weight 3000 g.
Boyut / Size A 415 B 185

Genis Mahya

>

Agirlik / Weight 3850 g.
B 230

Boyut / Size A 410

Genis MahyaSonlama
Roof Tile Finishing

>

Agirlik / Weight 2850 g.
Boyut / Size A 430 B 220

Genis Ug Yollu Mahya
Tree WayMahya

Agirlik / Weight 4600 g.

Agirlik / Weight 3600 g.
Boyut / Size A 205 B 400

Genis DortYollu Mahya
Four Way Mahya
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Boyut / Size A 400

FaturaliGenis Mahya
Mahya

Agirlik / Weight 4900 g.
Boyut / Size A 380 B 230

FaturaliMahya Sonlama
Roof Tile Finishing

a
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Agirlk / Weight 4000g.

Boyut / Size A 440 B 320
Faturali Ug Yollu Mahya
Tree WayMahya

k Agirlik / Weight 4800g.

Boyut / Size A 400 B 230

Sira Sonu Kiremit

— | Agirlik / Weight 4100g.
§ Boyut / Size A 400 B230 C 230

\/

Half Marsilya
Agirlik / Weight 1600g.
Boyut / Size A 415 B 185




iIrmikler
gelecek

Habvode Catcek

MAHYA HARCI

URUN OZELLIKLERI / PROPERTIES OF PRODUCT

Egilme Dayanimi (Ort.) Bending Stength (Ave.)
2062 N* ve 3105 N** (TSEN 1304) 2062 N* and 3105 N** (TSEN 1304)

Sizdirmazlk Kat Sayisi (Ort.) Impermeability Constant (Ave.)
0.13* ve 0.14** (TS EN 1304) 0.13* and 0.14** (TS EN 1304)

Dona Dayaniklilik Hasarsiz Kiitle Kaybi %1 (50 Cevrim) Freeze / Thaw Mass Loss %1 (50 Cycles)
(TS EN 1304 - C Metodu) (TS EN 1304 - Method C)

* Marsilya,Akdeniz,Venedik, Milano ve Grand Venedik Kiremitleri * Marsilya,Akdeniz,Venedik, Milano ve Grand Venedik
** Alaturka Kiramit, Komana Kiremit ** Alaturka Kiramit, Komana




Cati ve kat aralariniz yanici olabilir!

Tehlikenin farkinda misiniz?

TUKDER

“Binclann Yangindan Korunmas: Hokkinda Yonetmelik™ ‘de yopilan
degigikliklerin 9 Eyliil 2009 tarihinde Resmi Gozete' de
yayimlanarok yiiriiriige girmesiyle biitiin ¢atilarda BROOF sintfs,
yiiksek ve bitisik nizam yopilardo ise YANMAZ ¢ati kaplama
malzemelerinin kullamimas: zorunlu hale getirilmigtir.

YANGIN YONETMELIGI NIN ONEMLI MADDELERI;
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DOSEME DETAYLARI ROOFINGTILE

TION DETAILS
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TUORK STANDARDLARI ENSTITUSO
TURK STANDARDLARINA UYGUNLUK BELGES]

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISE STANDARDS
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KiL KIREMIT TEKNiK OZELLIiKLERI

Hammadde

Tukenmetehlikesialtindaolmayanhammaddelerkullanir.
Mumkin olduguncaazislenmis malzeme kullanilir.

Uriin tasarimi, Gretim sirasinda hammadde 6zelliklerine baglidir.
Yerli hammadde kullanilir.

Uretim Siireci

Uretim atiklari tiretim sirasinda yeniden kullanilir, geri dénistiiriiliir ya da islah edilir.
Su koruma ve su geri donistirme olgutleri kontrol edilmistir.

Uretim sirasinda kansorojen atik gikarmamaktadir.

Dusik enerji kullanimi saglanmis ya da enerji koruma 6lgutleri belirlenmistir.
Ozontabakasinazararverengazlariicermez.

Montaj ve kullanim

Uygulamadan kalan artik malzeme geri donusturalebilir.

Montaji yapanlarin fazladan bir koruyucu ekipmana ihtiyaci yoktur.

Kullanim sirasinda eneriji tiketimini dislirme potansiyeli vardir. Fiziksel cevre kontrolii
ilkeleri sayesinde enerji tasarrufu saglanir (yazin isi gegcirmeme, kisin 1si kaybetmeme/isigi
iceri alma vb.)

Tehlikeli¢ozicllere, fosfat bazliGrtiinlere ve koruyucu ekipmanaihtiyag duyulmadan
temizlenebilir.

Dusik bakima ihtiyag duyar/ kendi kendine temizlenebilir.

UV gibi zararl 1sinlar yaymaz.

ic mekanin hava kalitesine zarar vermez.
Asbest icermez.

Formaldehit icermez.

Alerjik tepkilere neden olmaz.

Kullanim bittikten sonra hammaddenin geri dontisimu
Tasinabilir ve kalite kaybi olmadan geri kullanilabilir.
Geri donustirilebilir.

Atik halde cevreye verdigi zarar dislktir.

Ekolojik standartlara uyar.
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CENES'ZLER TOPRAK SAN. TiC. AS.

FABRIKA
Yavsanhk Mevkii P.K.34 60300
Turhal / TOKAT

T. +90 35627511 78
+90 356 275 66 32
F. +90 356 275 18 92
M. +90 53357956 60
+90 544 519 56 60
E. cenesizler@cenesizler.com

MARMARA BOLGE MUDURLUGU
19 Mayis Mh. Esin Sk. Hu-Ba Apt.
No:9/9
34736 — Kozyatagi / ISTANBUL
T. +90216 35610 16
F. +90216 3561017
M. +90 533 646 59 76

+90 542 648 59 79
E. istanbulbolge@cenesizler.com

MARMARA BOLGE DEPO
Sile Yolu Nisantepe Mevkii
Fabrikalar Sok. No:2 34762
Alemdag - Umraniye / ISTANBUL

T. +90 216 304 30 93
F. +90 216 304 30 93
Yetkili Bayii

® © CE

TS ENISO 9001:2008
Certificate No: TBE9/9219D

CATIDER

<>

TUGLA ve KIREMIT
URETICILERI DERNEGI
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